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CX-X-XX

C4-B-VE

USE FOR QUOTING, PRELIMINARY
DESIGN, PROTOTYPING AND

INFORMATIONAL PURPOSES ONLY

NOT RELEASED
FOR PRODUCTION

1.179 29.95
REF

.008 0.20  REF

C3-F-OG

"A"

"A"

.004[0.10]

ITEM NO. PART NUMBER QUANTITY MATERIAL

1 LSHM-50-02.5-DV-A 1.0000 VECTRA E130i, COLOR:BLACK

2 C-261-01-L 100.000 PHOS BRONZE, 521 EXTRA SPRING TEMPER

3 SH26-50-02.5-DV-N 1.0000 STAINLESS STEEL SUS-304

4 K-DOT-.138-.250-.005 1.0000 POLYIMIDE FILM

5 CT-LSHM027MS 1.43700 CONDUCTIVE POLYMER

1.169  REF29.70

1.059  REF26.90

.516±.020 13.10±0.51 .031±.010 0.79±0.25

1.187 30.15
REF

.138 3.51
REF

.020 0.50
(TYP)

01

02

4

.031  REF0.80
.079 2.00

.196  REF4.98

.033 0.85  REF

.065 1.65  (TYP)

.033 0.85
REF

.052 1.32
REF

.052 1.32
REF

.043 1.10
REF

1.063  REF27.00

.196  REF4.98

.156 3.95

.055 1.40

.034±.004 0.87±0.10

.026±.004 0.67±0.10

.020 0.50
REFC2-B,I-MV

C1-B-MV

SECTION "A"-"A" 
SCALE 5 : 1
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SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES.
TOLERANCES  ARE:
DECIMALS                     ANGLES
.XX: .01[.3]                 2 
.XXX: .005[.13]
.XXXX: .0020[.051]

BY:

REF-189016-01DWG.  NO.

DESCRIPTION:DO  NOT  SCALE  DRAWING

WHELAN 09/10/15 11

SHEET SCALE: 3:1

F:\dwg\sw\ref\189000\REF-189016-01.SLDDRW

PLATING:
 CONTACT AREA: .000010 GOLD OVER .000050 NICKEL
 REMAINDER: .000100 REF TIN OVER .000050 NICKEL

REVISIONS NOTES:
 1. SET UP FOR CUSTOMER TRACKING IS NOT AVAILABLE AS STANDARD.
 2.  CUSTOMER PART # 23836.
 3.                REPRESENTS A CRITICAL DIMENSION.
 4. MAXIMUM BURR ALLOWANCE: 0.038[.0015].
 5. MINIMUM PUSHOUT FORCE: 2.22N[.5 LBS].
 6. WHEN MATING WITH ANOTHER LSHM-DV, PIN 01 WILL MATE WITH
     CONTACT 02 ON MATING CONNECTOR.
 7. PARTS TO BE PACKAGED IN TAPE & REEL.

520 PARK EAST BLVD, NEW ALBANY, IN 47150
PHONE: 812-944-6733       FAX: 812-948-5047
e-Mail   info@SAMTEC.com        code  55322

0.50MM TERMINAL/SOCKET COMBO
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